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The development of a machine combining maximum
power with minimum maintenance has always been an art
mastered perfectly by CLAAS engineers. And the new
XERION 3300 is no exception here:

e Qil change intervals for gearbox, hydraulic system and
axles are as long as 1,500 hours

e CEBIS indicates service status

e One-piece bonnet gives easy access to all service
points

e The front cooling packages swivels out on a hinge
though 90°

e The air filter is readily accessible for cleaning between
the axles on the right side of the machine

e The hydraulic system offers excellent accessibility

e Engine oil change after 500 hours

These features combine to make daily service and mainte-
nance much easier. Carried out regularly, these measures
will safeguard the value of your machine.



XERION makes for
easy maintenance.

Even more intelligent
CEBIS
CSM/ISOBUS/GPS
Maintenance

‘ FIRST CLAAS SERVICE®

47




We take the time
to serve you. Especially
when every second counts.

Trust on the professionalism and dependability of our
FIRST CLAAS SERVICE ®team during every minute you
are out on the site. CLAAS importers and sales partners
provide optimum spare parts supply and reliable round-
the-clock customer service worldwide.

We are where you are.

You can depend on us to deliver the required parts at any
time. Our central warehouse ensures a rapid and reliable
supply of ORIGINAL CLAAS spare parts to all parts in the
world. The large number of partnerships guarantees that
these parts get to you within no time at all — wherever you
are.
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We speak the same language.

CLAAS sales partners are some of the world’s most effi-
cient agricultural companies. Not only are they perfectly
trained and equipped with specialist tools, but they also
have intimate knowledge of the workings of your farm and
your expectations regarding competence and reliability.

We provide accurate diagnoses.

Many years of experience and the use of the most
advanced diagnostic systems like CDS 5000 enable our
service engineers to pinpoint malfunction in no time at all
and and set up dependable configurations and download
CEBIS updates.

FIRST CLAAS SERVICE®
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S0, when are you going to
make XERION a permanent
fixture for your operation?

F
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Engine

6-cylinder, turbocharged and intercooled Caterpillar engine

Displacement

Rated speed (rpm)

Power rating (kW/HP) at 2,100 rpm to ECE R 24
Power rating (kW/HP) at 2,100 rpm to 150TR1439C
Max. output at engine speed to ECE R 24

150 TR1439C

Max. torque at engine speed (m at rpm)

Fuel tank capacity (1)

Transmission

ZF ECCOM 3.5

Infinitely variable CVT transmission
Maximum speed in either direction (km/h)
Rear PTO 1,000 rpm, pto stubshaft

Axial differential

Drive steer axles
Differential locks

Chassis
TRAC concept
Steering

Weight distribution (front / rear)
Ballast (t) at 50km/h (depending on national law)

Brakes
Operating brake

Handbrake

Hydraulic system
Max. oil tank capacity (1)
Max. oil reserve (I)

Aucxiliary circuit (auxiliary spool valves)
Max. operating pressure (Mpa/bar)

Total flow rate (/min)

No. of auxiliary spool valves

Max. flow per valve

Max. hydraulic output (kW)

Power hydraulic system (option)

Operating pressure (bar)

Max. flow rate at rated speed 2,100 rpm (I/min)
Max. hydraulic output (kW) at min. 1,200 rpm)

Attachment systems

All tongue loads (kg)

Automatic hitch, D38 pin, ball-type
Ball hitch, 80 ball system
Headstock Piton Fix

Headstock with 80 ball system
Drawbar, short, D33, D40, D50 pin
Drawbar with 80 ball system

Hitch ball behind cab 110 mm
CUNA D3, 50 mm

XERION 3300 TRAC
XERION 3300 TRAC VC

L]

8,804

2,100

224/305

246/335

246/335 at 1,600 to 1,800

1,500 at 1,500
620

50

1.3/4" (20 splines and 6 splines)

100 % lockable,
multi-plate

100 % lockable
electro-hydr. engagement,
multi-plate,

automatic

Four equally sized wheels
Four-wheel steering,
front/rear-wheel steering,
crab steering

53 %/47 %

up to 18

hydraulic, wet
multi-disc brake
power-assist,

acting on all four wheels
electrohydr. release for
accumulated brake

130
80

20/200
190

5

110
45

260
235
90

2,000
3,000
3,000
4,000
3,000
3,500
15,000
2,500

XERION 3800 TRAC
XERION 3800 TRAC VC

L]

8,804

2,100

253/344

268/364

279/379 at 1,800

1,620 at 1,400
620

50

1.3/4" (20 splines and 6 splines)

100 % lockable,
multi-plate

100 % lockable
electro-hydr. engagement,
multi-plate,

automatic

Four equally sized wheels
Four-wheel steering,
front/rear-wheel steering,
crab steering

53 %/47 %

up to 18

hydraulic, wet
multi-disc brake
power-assist,

acting on all four wheels
electrohydr. release for
accumulated brake

130
80

20/200
190

5

110
45

260
235
90

2,000
3,000
3,000
4,000
3,000
3,500
15,000
2,500



Front linkage

Continuous lifting capacity
Max. lifting capacity (kN)/max. lift range (mm)
Function

Rear linkage

Continuous lifting capacity (kN)/
Max. lifting capacity (kN)/max. lift range (mm)
Shifting function

Control function

Weights and dimensions

Overall length excl. front weights (mm) (a)
Overall width (mm)

Overall height depending on tyres (mm) (b)
Wheel base (mm) (c)

Ground clearance depending on equipment (d)

Min. turning circle (m)
Net weight (without tyres) (kg)

Tyre versions Track Machine width  Model

to suit any application inmm in mm Michelin
540

540/80 R38 172A8, 167D 1,962 2,512

650

650/85 R38 173A8, 173B 2,240 2,930 MACHXBIB
IF 650/85 R38 179A8, 175D 2,240 2,936 AXIOBIB
650/75 R38 168A8, 175A2 2,132 2,785

710

710/70 R42 173A8, 173B 2,240 2,975 XM 28

IF 710/70 R42 174A8, 170D 2,240 2,994 AXIOBIB
800

800/65 R32 172A8, 169B 2,172 2,985 MEGAXBIB
800/70 R38 173A8, 173B 2,290 3,100 MACHXBIB
IF 800/70 R38 179A8, 175D 2,162 3,000 AXIOBIB
900

900/60 R32 176A8, 173B 2,280 3,190 MEGAXBIB (176B)
900/60 R38 172A8, 169D 2,400 3,260

900/50 R42 168A8, 168B 2,400 3,300 MACHXBIB

XERION 3300 TRAC
XERION 3300 TRAC VC

Cat Il N, double-acting
70/80/841

Lift, lower
float position

Cat Il N, double-acting
115/117/756

Lift, lower (push),
float position
Position/draft control
vibration damping

6,630

min. 2,490

3,720

3,300

32" diameter rim,

470 mm; 42" diameter rim,

570 mm

12

10,200

Continental Goodyear
DT 824
DT 824

AC70H DT 822, STR
DT 830

SVT DT 830

SVT
DT 830

XERION 3800 TRAC
XERION 3800 TRAC VC

Cat Il N, double-acting
70/80/841

Lift, lower
float position

Cat IV N, double-acting
115/117/756

Lift, lower (push),
float position
Position/draft control
vibration damping

6,630

min. 2,490

3,720

3,300

32" diameter rim,

470 mm; 42" diameter rim,
570 mm

12

10,200

Other

Nokian

Kleber — TOPKER/Trelleborg — TM 900 HP
Nokian — Forest King T SF

Trelleborg — TM 900 HP

Trelleborg — TM 2000 (178A8, 175B)

Trelleborg — TM 2000

CLAAS continually strives to adapt its products to meet practical requirements. Thus, all products are subject to changes. All descriptions
and specifications in this brochure should be considered as approximate and may include optional equipment that is not part of the stan-

dard specifications. This brochure is designed for worldwide use. Please refer to your nearest CLAAS dealer and their price list for local
specification details. Some protective panels may have been removed for photographic purposes in order to present the function clearly.

Technical information

Never remove these protective panels yourself, to avoid any risk of danger. In this respect, please refer to the relevant instructions in the

operator's manual.



Powerful reasons.

Full frame for highest carrying capacity
TRAC concept featuring four equally sized and up to 2.05 m diameter wheels

8.8-litre, 6-cylinder 247 KW/340 HP CAT engine (XERION 3300)
and 279 KW/388 HP (XERION 3800)

1,500 Nm (XERION 3300) and 1,620 Nm maximum torque (XERION 3800)

Most powerful power-splitting gearbox on the market

Permanent four-wheel drive, axial differential, transverse differential

50 km/h at reduced and fuel-saving engine speed

Cruise control

18 t permissible total machine weight, fully roadworthy (depending on national law)
Powerful remote services with abundant lifting capacity

Optional power hydraulic system

Four-wheel steering for maximum manoeuvrability

Automatic crab steering for soil protection

Easy and quick ballasting for easy adaptation to any application

Spacious cab

CEBIS colour screen; easy-to-learn system offers intuitive operation after only a short time of learning
CLAAS GPS PILOT for accurate parallel guidance, even at night

Pivoting cab for superior visibility and operator comfort in either direction of travel
Versatile machine to operate as truck or system tractor

FIRST CLAAS SERVICE® around the clock


Verwendete Acrobat Distiller 6.0.1 Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v2.0.2" der IMPRESSED GmbH erstellt.
Sie können diese Startup-Datei für die Distiller Versionen 6.0.x unter www.impressed.de herunterladen.

ALLGEMEIN ----------------------------------------
Beschreibung:
     S_PDF_72dpi
Dateioptionen:
     Kompatibilität: PDF 1.4
     Komprimierung auf Objektebene: Nur Tags
     Seiten automatisch drehen: Zusammen pro Datei
     Bund: Links
     Auflösung: 1200 dpi
     Alle Seiten
     Piktogramme einbetten: Nein
     Für schnelle Web-Anzeige optimieren: Ja
Standardpapierformat:
     Breite: 619.087 Höhe: 294.661 mm

KOMPRIMIERUNG ------------------------------------
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     Komprimierung: JPEG
     Bildqualität: Niedrig
Graustufenbilder:
     Neuberechnung: Bikubische Neuberechnung auf 72 ppi (Pixel pro Zoll)
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     Komprimierung: JPEG
     Bildqualität: Niedrig
Schwarzweißbilder:
     Neuberechnung: Bikubische Neuberechnung auf 300 ppi (Pixel pro Zoll)
          für Auflösung über 450 ppi (Pixel pro Zoll)
     Komprimierung: CCITT Gruppe 4
     Mit Graustufen glätten: Aus

FONTS --------------------------------------------
Alle Schriften einbetten: Ja
Untergruppen aller eingebetteten Schriften: Ja
Untergruppen, wenn benutzte Zeichen kleiner als: 100 %
Wenn Einbetten fehlschlägt: Warnen und weiter
Einbetten:
     Schrift immer einbetten: [ ]
     Schrift nie einbetten: [ /ArialNarrow-Bold /CenturyGothic-Bold /ArialNarrow /Impact /TimesNewRomanPS-BoldItalicMT /TimesNewRomanPS-ItalicMT /CourierNewPS-BoldMT /Arial-BoldItalicMT /Georgia /ArialNarrow-BoldItalic /Arial-BoldMT /CourierNewPS-BoldItalicMT /TimesNewRomanPSMT /Trebuchet-BoldItalic /Georgia-BoldItalic /TimesNewRomanMT-ExtraBold /TrebuchetMS-Italic /Verdana-BoldItalic /CourierNewPSMT /TimesNewRomanPS-BoldMT /TrebuchetMS /Arial-BlackItalic /Georgia-Italic /Georgia-Bold /Tahoma /ArialNarrow-Italic /ArialUnicodeMS /Tahoma-Bold /Verdana-Bold /Verdana /CenturyGothic /Arial-ItalicMT /CenturyGothic-BoldItalic /Arial-Black /CenturyGothic-Italic /ArialMT /LucidaConsole /TrebuchetMS-Bold /CourierNewPS-ItalicMT /Verdana-Italic ]

FARBE --------------------------------------------
Farbmanagement:
     Farbmanagement: Farbe nicht ändern
     Wiedergabemethode: Standard
Geräteabhängige Daten:
     Unterfarbreduktion und Schwarzaufbau beibehalten: Ja
     Transferfunktionen: Anwenden
     Rastereinstellungen beibehalten: Ja

ERWEITERT ----------------------------------------
Optionen:
     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein
     PostScript XObjects zulassen: Ja
     Farbverläufe in Smooth Shades konvertieren: Nein
     JDF-Datei (Job Definition Format) erstellen: Nein
     Level 2 copypage-Semantik beibehalten: Ja
     Einstellungen für Überdrucken beibehalten: Ja
          Überdruckstandard ist nicht Null: Ja
     Adobe PDF-Einstellungen in PDF-Datei speichern: Nein
     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Ja
     Portable Job Ticket in PDF-Datei speichern: Nein
     Prologue.ps und Epilogue.ps verwenden: Nein
(DSC) Document Structuring Conventions:
     DSC-Kommentare verarbeiten: Ja
          DSC-Warnungen protokollieren: Nein
          Für EPS-Dateien Seitengröße ändern und Grafiken zentrieren: Ja
          EPS-Info von DSC beibehalten: Nein
          OPI-Kommentare beibehalten: Nein
          Dokumentinfo von DSC beibehalten: Ja

PDF/X --------------------------------------------
PDF/X-Berichterstellung und Kompatibilität:
     PDF/X-1a: Nein
     PDF/X-3: Nein

ANDERE -------------------------------------------
Distiller-Kern Version: 6010
ZIP-Komprimierung verwenden: Ja
ASCII-Format: Nein
Text und Vektorgrafiken komprimieren: Ja
Farbbilder glätten: Nein
Graustufenbilder glätten: Nein
Bilder (< 257 Farben) in indizierten Farbraum konvertieren: Ja
Bildspeicher: 1048576 Byte
Optimierungen deaktivieren: 0
Transparenz zulassen: Nein
sRGB Arbeitsfarbraum: sRGB IEC61966-2.1
DSC-Berichtstufe: 0

ENDE DES REPORTS ---------------------------------

IMPRESSED GmbH
Bahrenfelder Chaussee 49
22761 Hamburg, Germany
Tel. +49 40 897189-0
Fax +49 40 897189-71
Email: info@impressed.de
Web: www.impressed.de
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